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A Superior Alternative
to Wet Rotor Pumps
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e Maintenance-free

* Easily handles dirty
water conditions

* Rugged, compact design

* 25% more efficient
than competition

* Close-coupled dry motor

Quiet, Reliable
Inline Circulators for

Heating/Cooling & Pumping
Systems

www.bellgossett.com

Engineered for life
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A Superior Alternative to Wet Rotor Pumps
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Description o
The Series PL™ close coupled booster pumps are specifically o1 ss
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designed for quiet operation in hydronic, radiant and geothermal ;] ° 50
heating and cooling systems. These inline permanently lubricated 1104, 45
pumps are available in cast iron or lead-freel bronze 100410 4
body construction. o710 3s[S
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Maximum working pressure ........... 150 psi (10 bar) 045 20
Maximum operating temperature ........ 225°F (107°C) Oa g
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Pump Bod Cast Iron or Lead-Freel B o to =30 s
ump body ............. ast Iron or Lead-Free! Bronze 0 10 20 30 40 50 60 70 80 90 100 110 120 130 140 150 (GPM)
FacePlate .......... ... ... L. Stainless Steel S IR S S R S 2 AN ST S (.
|mpe”er 300/0 Glass FI”Ed Nory|® 0 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 32 34 (m%hr)
PL-55 & PL-130. . . Glass Filled PPS
Shaft ................. Solid High-Strength Alloy Steel
Seal System .................. Carbon/Silicon Carbide
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Bearings ......... XL11™Permanently Lubricated Sealed (kPa) (m) (FO)
Precision Bearings 15 60
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Dimension & Weights
Flange Motor Characteristics* Dimensions in inches (mm) Approx.
Cast Iron Lead-Free! Bronze Size @ 60 Hz (Open Drip-Proof) Shipg. Wt.
Model No. Part No. | Model No. | PartNo. | Inches-NPT | HP | g | Voltage | RPM A B C D E 1bs. (Kg)
3/4
PL-30 1BLO12 PL-30B 1BLOT3LF 1&11/4 112 2650 | 85/8(219) 63/8(162) 718(181) | 4316(106) | 43/8(111) 11.6(5.3)
112
3/4
PL36 1BLO0T PL36B | 1BLOO3LF | 1&11 6 3300 | 858(219) | 638(162) | 71s(181) | 4316(108) | 438(111) | 13.1(6.0)
1172
1
PL-45 1BL002 PL-45B 1BLOOALF 1148112 10 |1 115 3300 | 91/8(232) 81/2(216) 71/4 (184) 458 (117) | 438(111) 14.5 (6.6)
PL50 18LO16 PL50B | 1BLOTTLF “/4;“/2 e 3300 | 918(232) | 812(216) | 7u4(184) | 4s58(117) | 438(111) | 145(6.6)
1BLOGSLF 3/4
PL-55 1BL032 PL-558B 18114 2/5 3250 | 99/16(243) | 63/8(162) | 71516(202) | 43/16(106) | 43/4(121) 13.1(6.0)
1BLOBILF T
PLTS 18L034 PL75B | 1BLO3SLF 2 6 3400 | 91516 (252) | 812(216) | 738(187) | 5316(132) | 458(117) | 185(@4)
PL-130 1BL063 PL-130B 1BLO65LF 2 2/5 3200 | 103/4(273) | 81/2(216) 81/4(210) | 53/16(132) | 51/8(130) 22 (10)
*230/60/1 motors available upon request. Models PL-75 and PL-130 have a four bolt hole flange connection, all others have two bolt hole flange connectors.
Dimensions are approximate and subject to changes. Contact factory for certified dimensions.
1 Contains less than 0.25% lead content by weight on wetted surfaces.
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