WATER HEATER SELECTION GUIDE

Model E
Small Capacity

Vertical electric storage
tank water heater,

Model CE110
Point-of-Use

Compact electric water
heater installs directly under

Model HE, HSE
Horizontal, Ceiling Hung

Horizontal electric water
heater installs above the

Tankless
Whole House/Point-of-Use

High efficiency electric tankless water
heater replaces a storage tank water

LOW 6 -120 gallon capacity. ceiling, 20 or 30 fixture, 1 gallon capacity. heater and provides endless hot
Up to 6 KW in all gallon capacity. 1000 or 450 il W water to a lav sink or an
CAPACITY 1 phase voltages. Up to 20 KW in Watts, 120 ) entire home. Available in m |

Available in cement lined all 1 or 3 phase Volt, 1 Phase. , : 3thru 27KW at 208/240 | S
steel or copper-alloy voltages. Cement Stainless steel ( volt 1 Phase power.
tank. lined steel tank. tank provides

maximum

longevity.
@ Model J B Model JTX M Model SE I Model TX M Model SH
Booster Heater Tankless Booster Heater Small Capacity Tankless Commercial Large Capacity
Storage type electric booster Electric booster heater provides ~ Vertical electric High efficiency electric Vertical or
heater provides 180°F sanitizing 180°F sanitizing rinse water for storage tank water tankless heater provides horizontal

rinse water for commercial commercial dishmachines in the  heater, 6 -120

an endless flow of hot water.

packaged electric

Fully integrated heat pump
water heater with electric
back-up for ultimate
efficiency. Extract heat
from ambient air to heat

Connect to an existing water heater tank
and heat water using high efficiency heat
pump technology. Provides

100,000 BTU/HR heating

capacity and heats water

Connect to an existing water
heater tank and heat water

technology. Provides 6000
BTU/HR heating

(]
I

using high efficiency heat pump

dishmachines in the food service  food service gallon capacity. Available water heater,
industry. Upto ~— = — - industry. Up to 58 KW in up to | 80 - 5000 gallon
88 KW in all - \;’F | Available all 3 phase 54 KW capacity. Full

1 or 3 phase -, | 11-54 KW voltages. Available int1or3 range of KW
voltages. ‘Jinal1or3 in cement lined phase ratings in all 1 or
Stainless Steel TT? phase steel or copper- voltages. 3 phase voltages.
ASME tank. voltages. alloy tank. ASME Stamped.
H Model PBX B Model CHP B Model RFHP B Model BTX

Heat Pump Water Heater Large Capacity HPWH Add-On HPWH Tankless Electric boiler

High efficiency electric tankless boiler
provides up to 194°F water. For use

with hydronic
heating systems. g
Available from

Hazardous Location

Electric water heater for
use in hazardous locations,
10 - 120 gallon capacity.
Upto 68 KWinall 1 or 3

Circulation (Instantaneous)

Instantaneous electric heater
for large commercial/industrial
applications, 25 - 1600 KW in
all 1 or 3 phase voltages.

Process Systems & Industrial

All purpose industrial grade electric
ASME stamped process water
heater. Up to 83
KWinall1or3 [

RO/DI Water Heater

Semi-instantaneous or
storage Type 316L stainless
steel RO/DI water heater.
Available from 1-120 gallon

water. Available in 50, 65 up to 145°F. Available in capacity and plugs 11-54 KW (37

or 80 gallon cement lined all 1 or 3 phase into standard 115 MBH-184 MBH)
storage tank at 240 volt 1 . voltages. volt 1 phase power. in 1 or 3 phase
phase residential power. :’ voltages.

H Model CR N Model ER B Model V B Model HD & D B Model EMV

Emergency Tepid Water Heater

Fully packaged water
heating system
designed specifically
for tepid water

Vertical steam fired
water heater, 80-
120 gallon capacity.
Steam operating
controls factory
supplied. For low
demand/recovery
applications. Cement
lined steel tank.

Vertical or horizontal steam
fired semi-instantaneous
water heater. Space saving
design can provide recoveries
up to 10,500 GPH. Fully
packaged with all controls.
For high demand commercial
and industrial applications.

Vertical or horizontal steam
fired packaged water
heater, 80-5000
gallon capacity.
ASME Stamped,
steam operating
controls factory
supplied. For large
commercial and
industrial applications.

STEAM
FIRED

Heavy duty phase voltages. phase voltages. storage capacity. - delivery to a safety
construction.  * Available in Numerous Up to 88 KW shower and/or
:ﬂ s w’ﬂ cement lined optional inall1or3 | eyewash. Integrated
s Steel or copper- features phase voltages. with a specially |
% alloy tank. available. designed mixing valve &
- : for emergency use.
Model ST Model STX Model PS » Model F
Storage Type Semi-Instantaneous Small Capacity Instantaneous

Compact high efficient
steam fired heater 1
needs only 7 Sq.Ft. of
floor space. Eliminates
the need for a large
storage tank, and

can heat up to 120
GPM water. Steam
operating controls
factory supplied.

B Model BWX
Semi-Instantaneous

Vertical or horizontal
semi-instantaneous
indirect fired water heater.
ASME Stamped. Utilizes
boiler water or HTHW to
heat potable water. For
large industrial and
commercial applications.

B Model BW
Storage Type

Vertical or horizontal indirect

fired storage water heater,

80-5000 gallon capacity.
ASME Stamped. Fully

* packaged with all controls.

For high demand

commercial and

industrial applications.

B Model TransFlow
Indirect Fired

Vertical indirect fired
storage water heater,
30-120 gallon capacity.
Utilizes boiler water to
heat potable water.
Removable copper
heating coil, cement
lined steel tank.

B Model SLN
Solar Heater

Vertical storage type
solar water heater, 30

- 120 gallon capacity.
Utilizes existing solar
water to transfer heat
to potable water. Back-
up electric heating
element available.

B Model ME

Small Capacity

Vertical electric storage
tank water heater, 6 -120
gallon capacity. Up to 6

B Model MHE, MHSE
Horizontal
Horizontal electric water heater is

deck mountable
in 20-120 gallon

H Model MSH
Large Capacity
Vertical or horizontal

packaged electric water
heater, 80 - 5000 gallon

KW in all 1 phase voltages. capacity. Up capacity. Full range of

Available in cement lined 10 20 KW in all KW ratings in all 1

steel or copper-alloy tank. 1 or 3 phase or 3 phase voltages.

USCG compliant and ABS voltages. USCG ASME Stamped.

approved. compliant and USCG compliant and
ABS approved. ABS approved.

EModel 177
MIL Spec Navy Heaters

Packaged water heaters
for use onboard Naval
vessels. In conformance
to MIL-H-965 and able
to withstand the shock,
vibration and EMI
requirements of
MIL-S-901, MIL-STD-167
and MIL-STD-461.

HublbelL

WATER HEATERS

ISO 9001 :2008




lfubbelt

WATER HEATERS

WATER HEATERS

Residential @ Commercial ® Industrial

Food Service E Marine/Naval

P.O.Box 288 Stratford, CT USA 06615-0288 Phone; 203-378-2659 Fax: 203-378-3593
info@hubbellheaters.com www.hubbellheaters.com

MADE IN USA






